
AUTOMATIC SALT REMOVER
TO REMOVE SALT FROM HAM

AUTOMATIC SALT REMOVER

DS-600.EX and DS-600-A

.

The continuous horizontal salt remover was designed to
recover salt from ham, thus achieving two objectives: to
minimize the salt levels of ham entering the washer, thus
considerably reducing the amount of salt the purifier is
required to handle, and to recover surplus salt for re-use
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The ham is placed in a special stainless steel chain that
carries it into the machine. Brushes on the top and bottom
remove salt from the ham while upper nozzles, which are
powered by a centrifugal ventilator, brush salt from the
surface. This salt is collected in a receptacle located in the
bottom of the machine. The recovered salt is transferred to
an exit bay by a continuous conveyor belt for subsequent re-
use.
The system's continuous operation means it can be
connected to the continuous post-salt ham production line

.

The ham is placed in a special stainless steel chain that
transports it through the machine. There, high pressure air
from upper nozzles brush salt from the surface of the ham;
salt is collected in receptacles in the bottom of the machine.
The recovered salt is transferred to an exit bay by a
continuous conveyor belt for subsequent re-use.
The system's continuous operation means it can be
connected to the continuous post-salt ham production line

- Channel conveyor belt.
- Differential motor with variable speed.

- Continuous salt extraction.
- Front door.

- Upper and lower plastic brushes.
- Brushing system composed of upper nozzles powered by a

centrifugal ventilator.
- Electrical appliance subject to low voltage norms, working

voltage 24V and IP65 protection.
- Built in stainless steel AISI- 304.

- Channel conveyor belt.
- Differential motor with variable speed.

- Continuous salt extraction.
- Front door..

- Brushing system formed by nozzles that are powered by a
high-pressure ventilator.

- Electrical appliance subject to low voltage norms, working
voltage 24V and IP65 protection.

- Built in stainless steel AISI- 304.
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TYPESTYPES DS-600.EX

DS-600.EX

DS-600-A

DS-600-A

2260 mm.

960 mm.+continuous

1930 mm.

600 Kg.

3,3 kW.

600 pieces/h.

4,5 Cv.

1890 mm.

850 mm.+continuous

1930 mm.

600 Kg.

5,9 kW.

600 pieces/h.

8 Cv.
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